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ENGINEERS

CONSOER TOWNSEND ENVIRODYNE ENGINEERS, INC.
303 EAST WACKER DRIVE, SUITE 600
CHICAGO ILLINOIS BOGOI-52i2, PHONE: (312} 938-0300
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SEE SHEET EI-29
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NOTES:
1. SEE_DRAWINGS EI-100 AND EI-101 FOR
ELECTRICAL SYMBOLS AND ABBREVIATIONS,

2. SEE DRAWING ES-01 FOR HIGH MAST LIGHT
TOWER FOUNDATION SCHEDULE.

3. EXISTING CITY MANHOLE MUST BE DRILLED TO
FACILITATE INSTALLATION OF 2’ RGC CONDUIT
AS SHOWN.

4. COQRDINATE ALL WORK WITH CIVIL WORK,
STRUCTURAL WORK, SUGGESTED STAGES OF
CONSTRUCTION AND TRAFFIC CONTROL PLANS,
AND 1DOT CONTRACT NOS. 62583 & 62840.

5. DUCTBANKS INSTALLED AT THE LOCATIONS
LISTED IN THE TABLE MUST BE INSTALLED AT
THE SPECIFIED DEPTH TO AVOID CONFLICTS
WITH CIVIL AND STRUCTURAL WORK IN THIS
CONTRACT AND FUTURE CONTRACTS. WHEN
TWO LOCATIONS ARE LISTED, THE DUCTBANK
MUST BE INSTALLED AT THE GIVEN DEPTH FOR
THE_ENTIRE DISTANCE BETWEEN LOCATIONS.
DUCTBANK INSTALLED OUTSIDE OF THE AREAS
LISTED IN THE TABLE MUST BE INSTALLED SUCH
THAT ELEVATION TRANSITIONS BETWEEN THE
DESIGNATED POINTS ARE SMOOTH AND GRADUAL.
AT NO POINT ALONG THE RUN SHALL THE
DUCTBANK BE INSTALLED ABOVE THE DEPTHS
INDICATED ON DRAWING EI-102.
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REVISIONS
NAME

F.A.l, 90/94 (DAN RYAN EXPRESSWAY)

63rd ST TO 59th ST (FRONTAGE ROAD & RAMPS)

ELECTRICAL INFRASTRUCTURE PLANS
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